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Specifications

Output 6 Ton

Weight 8.2 Ibs. with Battery
Size 3.7"Lx22"H x 2.8"W

Crimping Estimates

BP-84

4/0-4/0 H-Tap 200

Connector Range

Lugs and Splices zgggg mgm ilu
H-Taps Up to 4/0-4/0
Cutting SLCUT- SL- SL-
Capacities JAW CHACSR | CHCUAL
Copper 350 MCM 500 MCM
Aluminum 350 MCM 1" O.D.
ACSR Up to 4/0 336 MCM
Std. Guy Wire Up to 3/8”
Soft Locks Up to 3/8”
Soft Steel Bolts | Up to 3/8”
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Features

¢ Forged Jaws for Long Life

® Brush Protection Guards

e New Pull-Pin Design for Quick Jaw Change

® Bright White, LED Lights for Working in Low
Light Conditions

e 6 Compression Heads to Choose From

e 3 Cutting Heads to choose from

® One Hand Operation

® Rotational Head

¢ Audible Bypass when Predetermined
Pressure is Achieved

e Tested Up To 75kV

5 Year Warranty on Tool, Battery & Charger
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Huskie Facts

OPTIONAL ACCESSORIES
11 JawTypes to Choose From
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SLK-JAW SLBG-JAW  SLGW-JAW
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SLO-JAW  SLND3-JAW SLCUT-JAW
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SLXPJ-JAW  SLXMJ-JAW  SLCB-JAW

SL-CHCUAL SL-CHACSR

The SL-BNID was developed after listening to feedback from of our customers for a more robust, higher-quality, streamline tool. This
new tool platform is the culmination of almost three years of research and development and will stand up to the most demanding tasks

that linemen face every day.

The SL-BND has a choice of 11 Jaw types, including six compression heads, the SLXPJ-JAW, SLXMJ-JAW, SLK-JAW, SLND3-JAW, SLO-
JAW, or SLBG-JAW. For cutting, switch to the SLGW-JAW, SLCUT-JAW, SL-CHCUAL, or SL-CHACSR, and for bending, use the SLCB-
JAW. Quickly change between head types with the pull-pin design. No need for another battery system, as this tool operates on the
same 14.4 volt battery used in all of the battery operated tools. The SL-BND Streamline tool not only carries a 5 year warranty on the tool

www.spartacogroup.com 800-860-6170

but on the battery and charger as well.




