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REC-RL754M

GEAR-DRIVE CABLE CUTTER 
(ASCR/AL/CU)

PRODUCT NO. KIT INCLUDES

REC-RL754M-1
Gear-Drive Cable Cutter Kit (ACSR/AL/CU),
(1) MILWAUKEE REDLITHIUM™ 5.0Ah,  
AC CHARGER, & Tool Bag

REC-RL754MDC-1
Gear-Drive Cable Cutter Kit (ACSR/AL/CU),
(1) MILWAUKEE REDLITHIUM™ 5.0Ah,  
DC CHARGER, & Tool Bag

REC-RL754MX Gear-Drive Cable Cutter (ACSR/AL/CU) & Tool Bag

SPECIFICATIONS

WEIGHT 7.1 lbs (3.2 kg)

DIMENSIONS (H X L X W)
14.0" x 6.5" x 4.5",
355 x 165 x 114 mm

CUTTING CAPACITIES

ALUMINUM 1500 MCM up to 2" dia.

COPPER 750 MCM up to 2" dia.

ACSR 2156 ACSR Bluebird

CUTTING ESTIMATES  
(5.0Ah BATTERY)

1590 MCM ACSR
100 Cycles/
Charge

750 MCM Copper
100 Cycles/
Charge

ALWAYS 
CHECK GEAR 
GUIDES  
FOR PROPER 
BLADE  
ENGAGEMENT 
BEFORE 
OPERATING

REC-RL754M

MATERIAL CUTTING APPLICATIONS
ALUM. COPPER ACSR

1500 MCM up 
to 2" dia. 750 MCM up to 2" dia. 2156 ACSR 

BLUEBIRD

FEATURES

Blade notch for  
cutting steel core  
on ACSR cable

Improved ergonomic handle

2-1/8" jaw opening

One-hand operation

Safety lockout switch

5-year tool, 3-year battery Huskie 
Tools® limited warranty

75kV live line rated

Cuts up to  
2156 ACSR 


