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SL-RL7510K 

12 TON INLINE
CRIMPING TOOL

SL-RL7510K

PRODUCT NO. KIT INCLUDES

SL-RL7510K-1
12 Ton Crimping Tool, (1) MILWAUKEE REDLITHIUM™ 
5.0Ah, 120VAC Charger, Tool Bag

SL-RL7510KDC-1
12 Ton Crimping Tool, (1) MILWAUKEE REDLITHIUM™ 
5.0Ah, 12VDC Charger, Tool Bag

SL-RL7510KX 12 Ton Crimping Tool, Bare Tool with Tool Bag

SPECIFICATIONS

CRIMP FORCE 12 Ton

WEIGHT 13.6 lbs (6.2 kg)

DIMENSIONS (H X L X W) 19.1" x 6.5" x 4", 486 x 166 x 103 mm

CONNECTOR RANGE

LUGS 1033 ACSR

SPLICES 477 ACSR

CRIMPING ESTIMATES (5.0AH BATTERY)

750 MCM Cu 125 Cycles/Charge

500 MCM Cu 135 Cycles/Charge

CONNECTOR RANGE

LUGS 1033 ACSR SPLICES 477 ACSR

FEATURES

Protective rubber boot on 
“C” head helps prevent 
accidental contact with 
energized circuits

Head rotates 180° for 
optimum maneuverability 
in tight workspaces

5-year tool, 3-year 
battery Huskie Tools® 
limited warranty

75kV live line rated

SECURE  
CRIMPING DIES 
WITH  
SET SCREW 
BEFORE  
OPERATING

SL-MKC7510K accepts 
all WH-2, WH-3 and 
PH-2 Kearney style  
die sets 


