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SLA-RL7ND MILWAUKEE BATTERY POWER    |     SLA-MK7ND MAKITA BATTERY POWER

SLA 6 TON INLINE CRIMPING  
AND CUTTING TOOL WITH  
INTERCHANGABLE HEADS

MILWAUKEE® POWER MAKITA® POWER

ALWAYS 
MAKE SURE 
PULL PIN 
IS SECURE 
BEFORE 
OPERATING

CONNECTOR RANGE

LUGS & 
SPLICES

#8 to 500 MCM Cu
#8 to 350 MCM Al

H-TAPS Up to 4/0

Tool kits are  
available with & 

without batteries. 
See tables on the  

next page for  
more details.

FEATURES

Easy-to-use trigger provides optimal 
cutting/crimping accuracy.

Improved hydraulics deliver faster cutting/
crimping speeds under load.

Compact lightweight design for improved 
balance and portability.

Steel hydraulic body for durability and 
longer life. 

Pull-pin head design allows quick change of 
available jaws

360° rotating head with LED light ring

SPECIFICATIONS

CRIMP FORCE 6 Ton

WEIGHT 6.9 lbs. w/o battery

DIMENSIONS  
(H X L X W) 17.5" x 3.75"        x 2.75"

CUTTING CAPACITIES

EVS-ACSRJAW EVS-CUALJAW EVS-GWJAW

COPPER 350 MCM 750 MCM Up to 4/0

ALUMINUM 350 MCM 1" O.D. Up to 4/0

ACSR 556 MCM Do Not Cut Up to 4/0

EHS GUY WIRE Up to 3/8" Do Not Cut Up to 1/2"

SOFT LOCKS Do Not Cut Do Not Cut Up to 1/2"

SOFT STEEL BOLTS Up to 3/8" Do Not Cut Up to 1/2"

*Tool shown with EVS-D3JAW Crimping Jaw.

Accepts all “W”, “X” & “O” 
type dies, depending on jaw 
selected — see Die Finder at               
huskietools.com/die-finder/ 
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CRIMPING TOOL 
PRODUCT NO. JAW KIT INCLUDES CHARGER TOOL BAG

SLA-MK7ND

EV
S-

D
3J

AW 6 TON TOOL, EVS-D3JAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7ND 6 TON TOOL, EVS-D3JAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

SLA-MK7NDBG

EV
S-

BG
JA

W 6 TON TOOL, EVS-BGJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDBG 6 TON TOOL, EVS-BGJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

SLA-MK7NDO

EV
S-

O
JA

W 6 TON TOOL, EVS-OJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDO 6 TON TOOL, EVS-OJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

SLA-MK7NDK

EV
S-

KJ
AW 6 TON TOOL, EVS-KJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDK 6 TON TOOL, EVS-KJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

HUSKIETOOLS.COM                 800.860.6170

CUTTING TOOL  
PRODUCT NO. JAW KIT INCLUDES CHARGER TOOL BAG

SLA-MK7NDCUAL

EV
S-

CU
A

LJ
AW 6 TON TOOL, EVS-CUALJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDCUAL 6 TON TOOL, EVS-CUALJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

SLA-MK7NDACSR

EV
S-

A
CS

RJ
AW 6 TON TOOL, EVS-ACSRJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDACSR 6 TON TOOL, EVS-ACSRJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

SLA-MK7NDGW

EV
S-

GW
JA

W 6 TON TOOL, EVS-GWJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDGW 6 TON TOOL, EVS-GWJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

BENDING TOOL  
PRODUCT NO. JAW KIT INCLUDES CHARGER TOOL BAG

SLA-MK7NDCB

SL
-C

BJ
AW

6 TON TOOL, SL-CBJAW, (2) MAKITA LXT® LITHIUM-ION 5.0Ah 120VAC

INCLUDED

SLA-RL7NDCB 6 TON TOOL, SL-CBJAW, (2) MILWAUKEE REDLITHIUM™ 3.0Ah 120VAC

PRODUCT NO. OPTIONS KIT INCLUDES

ADD SUFFIX DC FOR 12v DC CHARGER SAME AS ABOVE BUT REPLACES 120V AC CHARGER WITH 12V DC CHARGER

ADD SUFFIX X FOR TOOL ONLY TOOL WITH JAW ONLY AND CARRYING BAG , NO BATTERIES OR CHARGER

FOR SLA-RL7ND AND SLA-MK7ND 

MATERIAL CUTTING APPLICATIONS*
COPPER ALUM. ACSR EHS GUY WIRE

750 MCM 1" DIA. N/A 1/2" DIA.

*Reference the Cutting Capacities chart below
for details on cutting specifications for each jaw type.
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